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CHAPTER 8 T.S.M DETAILS

Close spaced traffic cones, max. spacing 1.2m
between cone centres for Type A works and 3m for
Type B works, on motorways 1m high cones are recommended
for the initial closures of the right hand lane(s) even if

    provided between the cones at 9m spacing during darkness
N.B. Road Danger Lamps complying with Regulation 55 should be

DETAIL B

750mm cones are used elsewhere.

DRAWING DETAILS

UNCONTROLLED CROSSING

NOTES : -

REVISION

SFN

A0

Main Contractor:

Traffic Management
Arrangement :

Foot Of The Walk Junction
Leith Walk

REPHASED PERMANENT SIGNALS
AND RELOCATED PEDESTRIAN
CROSSINGS

Prescribed sign to Diagram 610
above and behind cones

or 1m high traffic cones
Three only close spaced 750mm

Running lane(s)

Hard
Shoulder

Verge

DETAIL A

45°

1) During darkness, a single warning light to BS EN 12352:2006
should be provided.

Notes:

2) Traffic cones should conform to diagram 7101.1 and to
BS EN 13422.

A

DETAIL C1

9m

1) During darkness, warning lights to BS EN 12352:2006 should
be provided in accordance with Table A1.3 (Appendix 1).
2) For relaxation to Detail C1 see Table A1.3 (Appendix 1).

Notes:

Single/Dual carriageway 50mph or more - 750mm traffic cones.
Single/Dual carriageway 40mph or less - 450mm traffic cones.
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